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Using the 6-way divider
This manual deals with the 6-way divider to be installed in the grain piping or the conveyor system. The correct 
ways to install and operate the unit are presented in the manual. The 6-way divider is available in either a manu-
ally operated or a motorised version. 

Read this manual carefully before starting the installation.

Safety

-  The 6-way divider includes moving parts than can, if touched while the machine is running, cause a 
fracture! Never open the inspection doors of the machine unless you have first ensured that the power 
supply circuit is disconnected, e.g., by removing the fuse!

- The following warning sign is affixed to the 6-way divider:

IMPORTANT! 

-  The instructions in the text must be followed; otherwise the 6-way divider and/or the other accessories may get 
damaged. This may also result in faulty operation or reduced capacity.

Warning!
-  Always use protective gloves when installing or handling the 6-way divider.

Warning!
- Switch off the machine, and disconnect the power supply before carrying out any installation or main-

tenance work.

Warning!
-  Connecting the electric appliances must be assigned to a skilled electrician. Refer to the separate con-

necting instructions for more information.

Warning!
-  The machine must not be started unless its doors, joints and connections have been installed in such 

a manner that they can only be opened by using tools.

Never open the door while the machine is run-
ning,
– risk of injury to hands and fingers!
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Support package 33425 for the 6-way divider with dimension drawing

Always support the divider carefully. The 6-way divider MUST NOT be supported by the conversion part of the 
elevator. The pipes must not exert any load onto the divider. The pipes must be supported at their first joint.

Observe the position of the service platform when making use of the support package 33425 for the divider.
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Dimension drawing

Part Item Denomination Pcs.

1 33423 2
2 33422 3
3 A73965 4
4 115646 RIGGING BOLT M8 VRH08 FORK-FORK  HAKLIFT 4
5 101810 HEX BOLT ZN        8x16 DIN933 28
6 110540 NUT M8 DIN 934 28
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6-way divider, manually operated A73779

The operating rod for the manually operated divider must be installed and tested carefully. The pipe of the operat-
ing rod must be robust. The operating rod must not show any excess slack. The recommended pipe size is 25x2 
mm. The divider must be supported from above using the support package 33425. If this is not possible, it must 
be supported from below. The pipes, coming to the divider, must not be fit in place by twisting. Follow the instruc-
tions below.

The M8x40 bolt must project about 3 mm 
above the surface of the plate. If this is not 
the case, the spring of the divider must be 
tightened by wrenching the M10x25 bolt.

The divider must be carefully supported by 
the lifting lugs.

The M8 nuts inside the joint shall be tight-
ened carefully against the pipe used as rod 
so as to avoid any slack in the rod.

The inward pointing edges are for attach-
ing to the silo. Cut them off, if they are not 
needed.

M10
M10x350

M8x70
M8
indicator

M10x350

Number stickers

M10x25, tightening bolt for spring inside 
the pipe
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6-way divider, manually operated; fitting package A73798P

Part Item Denomination Drawing 
No.

Def 
ault 
/pc.

Weight

1 A73796 6-WAY DIVIDER MANUAL FASTENER OF OPERATING UNIT M11 A73796-0 1 2.19

2 A73794 6-WAY DIVIDER MANUAL PIPE M11 A73794-0 1 0.22

3 A73797 6-WAY DIVIDER MANUAL PLATE OF OPERATING UNIT M11 A73797-0 1 0.42

4 A73800 6-WAY DIVIDER MANUAL ATTACHMENT STRIP M11 A73800-0 6 0.44

5 A73805 6-WAY DIVIDER MANUAL LEAD-THROUGH FOR OPERATING UNIT M11 A73805-0 2 1.14

6 A73790 6-WAY DIVIDER MANUAL JOINT M11 A73790-0 2 0.83

7 A70820 THREADED ROD - M10 L=350 A70820-0 7 0.22

8 A73867 NUMBER STICKERS 1-6 20x30 - 1 0.03

9 119041 SPHERICAL KNOB 0 2 0.25

10 101910 HEX BOLT ZN        8x70 DIN933 0 11 0.01

11 107910 LOCK SCREW ZN - M8x16 DIN603 8.8 0 2 0.01

12 111550 WASHER ZN M10 DIN 125 0 2 0

13 110560 NUT M10 DIN 934 0 26 0.01

14 110540 NUT M8 DIN 934 0 37 0

15 101820 HEX BOLT ZN        8x20 DIN933 0 9 0.01

16 300599 CARDBOARD BOX 4310 385X310X250 NO 9A OH 0 1 0

Räjäytyskuva A73798P
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Limiter kit for manually operated 6-way divider A73842P

A manually operated 6-way divider can be fitted with a limiter. The limiter kit for the 6-way divider includes all the 
required accessories.

Part Item Denomination Drawing No. exploded/QTY. Weight
1 511700 LIMITER KIT FOR 6-WAY DIVIDER M11 511700-0 1 3.7

2 A73632 TUMBLER FOR 6-WAY DIVIDER M11 A73632-A 1 0.17

3 A72036 INSTALLATION PL 200x200 S=1 A72036-B 1 0.35

4 A73944 LIMIT PLATE FOR 6-WAY DIVIDER M11 A73944-0 6 0.01

5 110560 NUT M10 DIN 934 0 1 0.01

6 111542 WASHER AISI 316 M  8  DIN125 
 
0

0 2 0

7 102324 HEX BOLT ZN        10x70 DIN933 0 1 0.01

8 100362 BOLT CYL-HEAD SLOT ZN – 5x8 AM DIN84    0 12 0

9 107700 HEX SCREW SELF-TAP  4,2Xx3 ZN 0 4 0

10 300500 CARDBOARD BOX 305X215X150 NO3B OHM 0 1 0.18

Räjäytyskuva A73842P
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1.

3.

2.

4.
5.
6.

Installation and adjustment of the limiter for the 6-way divider

M10 nut

M12 washer M12 washer

M10x70
1. Remove the washer; 12 pcs. of M8x16 

bolts.

2. Install the tumbler in place.

3. Install the limiters (6 pcs.) in place.
Use M4x40 bolts, and the limiter plates 

(6 pcs.).

4. The correct height of the tumbler is 
about 50 mm from the upper surface 
of the bearing.

5. Limiter.
 Loosen the M4x40 bolts to enable the 

limiter to be moved.

6. The limiter can be moved both later-
ally and vertically. The scale at the 
side make the adjustment easier.

 NOTE! 
 Adjust the limits to such positions that 

the divider pipe always ends up in the 
middle of each outlet stud.
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6-way divider, motorised A73778

The limits of the motorised 6-way divider have been adjusted ready at the factory.

NOTE! The position of the divider pipe must, however, be checked at each pipe outlet stud before starting the use. 
The motor shall rotate in the direction indicated by the arrow. If the direction is wrong, the divider pipe will end up 
in the wrong position. The pipes, coming to the divider, must not be fit in place by twisting. The divider must be 
supported from above using the support package 33425. If this is not possible, it must be supported from below. 
Follow the instructions below.

The grain piping must be supported by its 
first joint.

Attach the divider firmly from above

The sensors must not clash during lifting.

Be careful with the control box during 
lifting.
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Connecting the electric appliances must be assigned to a skilled electrician. The 6-way divider shall be wired in 
accordance with the documents delivered with the control centre. The limit switches and the main current cable 
to the motor shall be wired using separate cables. The limit switches are ready wired to the terminal block in the 
connecting box.

103585-01 electric connection

Electrification instructions for the 6-way divider
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SERVICING

Annual service

- Clean up the cooling ribs of the motor and the air impeller.

- Lubricate the bearing.

-  Check the attachment nuts and bolts for the motor for tightness.

-     The gear motor is lubed-for-life and maintenance-free.

GUARANTEE

The guarantee period for the Antti 6-way divider runs for one (1) operating season. The guarantee covers defects 
in material and workmanship. Separate guarantee terms issued by the respective importer/manufacturer apply to 
the electric motors. A prerequisite for validity of the guarantee is that the instructions issued by the manufacturer 
and the valid regulations have been followed during installation, use and service of the 6-way divider. All matters 
related to the guarantee shall be agreed upon with the manufacturer before any action is taken.

A prerequisite for validity of the product guarantee is that the control system and the components used are ap-
proved by Antti-Teollisuus.
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EU Declaration of Conformity

ANTTI-TEOLLISUUS OY
Koskentie 89
FI-25340 KANUNKI
Tel.: +358 (0)2 7744700

declares that

ANTTI 6-WAY DIVIDER

conform with the provisions of the following directives:

- Machine Directive 2006/42/EC

Kuusjoki 03.12.2019

Kalle Isotalo
Managing Director




